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Pressemeddelelse xxx september 2003

Ref.: SV-AS10
To nye digitale kameraer i kreditkortstørrelse 
                      
Nu præsenterer Panasonic 2 nye digitale kameraer – stillbilledkameraet SV-AS10 og videokameraet SV-V100. Begge er helt imponerende små – fylder ikke mere end et kreditkort – uden at dette på nogen måde forringer funktionerne. Kameraerne indgår i serien D-Snap, som er en del af Panasonics nye koncept omkring livsstilsprodukter til et ungt og modebevidst marked. 

Med sine 9,9 mm er AS10 verdens tyndeste digitalkamera og kan nemt være i en lomme, så du kan tage det med dig overalt. Designet er trendy og meget kompakt, alligevel er billedkvaliteten på hele 2,0 Megapixel. Brugervenligheden var i centrum under udviklingen af kameraet: en speciel styrekugle ”Jog Ball” gør det nemt at søge blandt og få vist billederne. Med et enkelt knaptryk kan billedet roteres 180 grader, så den person, der står foran kameraet, kan se billedet, og linsen kan drejes, så du nemt kan tage portrætter af dig selv sammen med dine venner.
AV100 er en helt ny type videokamera  det første som optager i MPEG2-format på hukommelseskort af typen SD. Dette ultratynde videokamera kan skifte mellem MPEG2-format (samme format, som anvendes af DVD-afspillere) for at få en høj indspilningskvalitet og MPEG4 til mere kompakte og komprimerede videofilm som f.eks. kan sendes via e-mail. Et 10x optisk zoom med en kvalitetslinse af den type, som tidligere blev brugt i Panasonics e.cam GS-serie, giver en høj billedkvalitet. Afspilning af afspilningsliste, visning og redigering af miniaturebilleder samt beskyttelse mod uforsætlig overspilning er blot nogle af funktionerne i hukommelseskortet. LCD-skærmen i et 2,5-tommers format kan drejes, så både afspilning samt optagelse i forskellige vinkler, herunder at tage selvportrætter, er nemt og bekvemt. Det er også muligt at tage hurtige stillbilleder i et praktisk JPEG-format.
D-snap er en serie nye avancerede bærbare AV-produkter, som alle bruger SD-hukommelseskort som lagringsmedie. 
For mere information, kontakt:

Panasonic Danmark, Birgitte Mader, Tlf.: 43 200 800, E-mail: bm@panasonic.dk

SV-AS10 Specifications 
Power Source:   
DC 3.7 V (Battery), DC 4.8 V (AC Adaptor)
Power Consumption: 
Motion JPEG Video Recording

2.5 W/100 V, 3.3 W/240 V (AC Adaptor)
Image Sensor:   
1/3.2", 2.11 Total Megapixel CCD, Primary Color Filter
Camera Effective Pixels: 
2 Megapixels
Shutter Speed:     
2 – 1/2,000 sec.
Aperture:      
F4
Digital Zoom: 
1x, 2x, 3x, 4x (Still)
Focusing Area:      
Normal: 50 cm – Infinity, Macro: 10 cm
Focus:      
Normal/Macro
ISO Sensitivity:      
Auto/100/200/400
White Balance:    
Auto/Daylight/Cloudy/Incandescent/Manual
Exposure:     
Program AE
Exposure Compensation:
1/3 EV Step, ±2 EV
Light Metering:     
Multiple
Recording Media     
SD Memory Card
Image Size:     
1,600 x 1,200 pixels, 
            
1,280 x 960 pixels, 640 x 480 pixels,
Image Quality:     
Fine/Normal
Scene Mode:
Night Mode
Self Timer:     
10 sec.
Color Effect Mode:     
Black & White, Sepia
Flash: 
Auto/Reduced Red Eye/Flash On/Flash Off
Consecutive Shooting: 
3 Frames/sec., Max. 3 Frames 
Still Image Rec. with Audio:
10 sec.
Audio Dubbing:     
10 sec.
Video Compression:     
QuickTime™ Motion JPEG, 320 x 240 pixels

Music Expansion: 
WMA/MP3/AAC
Audio Format (Voice Memo): 
Linear PCM
LCD Monitor:   
1.5" TFD LCD Display (76,800 pixels)
Dimensions (W x H x D):
Approx. 51.5 x 103.7 x 13.5 mm
Weight: 
57 g (without Battery and SD Memory Card)

SV-AV100 Specifications
Power Source:   
DC 4.9V (AC adaptor)

DC 3.7V (battery)
Power Consumption:   
MPEG2/MPEG4 Video Recording

3.7W (AV adaptor), 3.5W (battery)
Image Sensor:   
1/6-inch CCD image sensor
Lens:   
10:1 optical zoom lens, F1.8 – 2.3,
 
focal length: 2.3 – 23.0mm
Monitor:   
2.5-inch LCD
Minimum Required Illumination:
10 lux
Recording Media:   
SD Memory Card
Video Compression:  

MPEG2: 
Fine: 6Mbps/CBR
  
Normal: 3Mbps/CBR
MPEG4: 
Super Fine: 320 x 240 dot/1Mbps
  
Fine: 320 x 240 dot/420kbps
  
Normal: 176 x 144 dot/300kbps
  
Economy: 176 x 144 dot/100kbps
Still Image Compression: 
JPEG (VGA)
Video Output: 
1.0Vp-p, 75 ohms 
Audio Output: 
316mV (10 kohms loaded)
Headphone Output: 
77mV (32 ohms loaded)
Dimensions (W x H x D):  
Approx. 33.2 x 89.8 x 64.9mm
Weight:   
Approx. 156g  
 
(without battery and SD Memory Card)
